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FREEBOARD FROM DECK LINE LOAD LINE LOAD LINE

Tropical ...................................... ———(inches) ............................................... (T) .............. ———(inches) above (S).
Summer ...................................... ———(inches) ............................................... (S) .............. Upper edge of line at level of

center of ring.
Winter ......................................... ———(inches) ............................................... (W) ............. ———(inches) below (S).
Timber—tropical ......................... ———(inches) ............................................... (LT) ............ ———(inches) above (LS).
Timber—summer ........................ ———(inches) ............................................... (LS) ............ ———(inches) above (S).
Timber—winter ........................... ———(inches) ............................................... (LW) ........... ———(inches) below (LS).

Allowance for fresh water for all freeboards other than timber .............................................. ———(inches).
Allowance for fresh water for all timber freeboards ............................................................... ———(inches).

(All measurements are to upper edge of the respective horizontal lines)
The upper edge of the deck line from which these freeboards are measured is ——— inches above or below the top of the

—————— deck at side; i.e., freeboard 1 deck.

* * * * * * *

1 The issuing authority is authorized to de-
lete or change words inapplicable to a spe-
cific vessel and to arrange wording so appro-
priate word insertions may be made, which
accurately describe the facts.

[CGFR 68–60, 33 FR 10073, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9018,
June 5, 1969]

PART 43—[RESERVED]

PART 44—SPECIAL SERVICE LIMITED
DOMESTIC VOYAGES

Subpart A—Administration

Sec.
44.01–1 Establishment of load lines for spe-

cial services.
44.01–5 Administration; special service.
44.01–10 Approval by Commandant, U.S.

Coast Guard, of special service.
44.01–11 Assignment and marking load lines;

special service.
44.01–12 Voyage limits; special service.
44.01–13 Heavy weather plan.
44.01–15 Special service certificate.
44.01–20 New and existing vessels; special

service.

Subpart B—Rules for Assigning Special
Service Load Lines

44.05–1 General.
44.05–5 Definitions.
44.05–10 Load line markings.

44.05–15 Existing vessels.
44.05–20 Conditions of assignment.
44.05–25 Freeboards.
44.05–30 Load line certificate.
44.05–35 Form of load line certificate.

Subpart C—Rules for Assigning Working
Freeboards to Hopper Dredges

44.300 Applicability.
44.310 Definitions.
44.320 Submission of plans and calculations.
44.330 Obtaining working freeboards for

hopper dredges.
44.340 Operating restrictions.

AUTHORITY: 46 U.S.C. 5115; 49 CFR 1.46.

SOURCE: CGFR 65–50, 30 FR 16755, Dec. 30,
1965, unless otherwise noted.

Subpart A—Administration

§ 44.01–1 Establishment of load lines
for special services.

(a) Load lines are established for
steam colliers, tugs, barges, and self-
propelled barges engaged in special
services in conformity with the Coast-
wise Load Line Act, 1935, as amended
(46 U.S.C. 88–88i).

(b) Load lines for steam colliers,
barges, and self-propelled barges en-
gaged on specially limited coastwise
voyages as described in § 44.01–12 shall
be established pursuant to the regula-
tions in this part.

VerDate 27-NOV-96 08:03 Dec 23, 1996 Jkt 167174 PO 00000 Frm 00063 Fmt 8010 Sfmt 8010 E:\CFR\167174.010 167174



64

46 CFR Ch. I (10–1–96 Edition)§ 44.01–5

(c) Variance for tugs is not per-
mitted.

§ 44.01–5 Administration; special serv-
ice.

(a) The administrative provisions of
§§ 42.01–1 to 42.11–20 inclusive of this
subchapter, relating to vessels engaged
in foreign and coastwise voyages,
where applicable, shall apply to vessels
subject to this part except as modified
in paragraph (b) of this section.

(b) Application for the assignment of
load lines under this part for the types
of vessels described in § 44.01–1 shall be
made in writing to the American Bu-
reau of Shipping unless another society
has been specifically approved by the
Commandant as a load line assigning
authority. In the latter case applica-
tion shall be made to the society so ap-
proved. Applications shall state the fol-
lowing information:

(1) Name of vessel and official num-
ber.

(2) Type of vessel (steam collier,
barge, or self-propelled barge).

(3) Date keel was laid.
(4) Normal sea speed of vessel.
(5) Limits of voyage for which ap-

proval is requested.
(6) Normal maximum distance off-

shore in course of voyage.
(7) Length of voyage in days and nau-

tical miles.
(8) Statement of weather conditions

to be expected.
(9) Cargo to be carried.
(10) Whether vessel is to be operated

manned or unmanned.

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10076, July 12,
1968]

§ 44.01–10 Approval by Commandant,
U.S. Coast Guard, of special service.

(a) Subject to the conditions con-
tained in this part, the Commandant,
U.S. Coast Guard, has determined that
load lines at variance from the position
fixed by the International Convention
on Load Lines, 1966, but not above the
actual line of safety, may be assigned
steam colliers, barges, or self-propelled
barges (separately by class) for certain
specifically limited coastwise voyages
between ports of the continental Unit-
ed States or between islands of a group

over which the United States has juris-
diction.

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10076, July 12,
1968]

§ 44.01–11 Assignment and marking
load lines; special service.

(a) The assignment and marking of
special service load lines and certifi-
cations thereof shall be in accordance
with this part to the satisfaction of the
American Bureau of Shipping. The load
line certificate shall define the voyage
limits and seasonal restrictions gov-
erning the validity of the load lines.

§ 44.01–12 Voyage limits; special serv-
ice.

(a) Special service load lines may be
assigned for operation not more than a
specified limited distance offshore
which shall not exceed 20 nautical
miles. The offshore distance shall be
measured from the coastline except
where a line of inland waters has been
otherwise established.

(b) For continental United States
ports, special service load lines may be
issued for operation between but not to
exceed the extreme port limits speci-
fied below, or for operation between in-
termediate ports within the extreme
limits specified:

(1) Central and Northern Atlantic
Coast—From Norfolk, Virginia, to
Eastport, Maine.

(2) Southeast Atlantic Coast—from
Key West, Florida, to Jacksonville,
Florida, except that the special service
load line is not valid for manned ves-
sels during the hurricane season, i.e.,
July 1st to November 15th, both dates
inclusive, unless the vessel is operated
in accordance with a Coast Guard ap-
proved heavy weather plan.

(3) Gulf of Mexico Coast—from the
mouth of the Rio Grande River, Texas,
to Key West, Florida, except that the
special service load line is not valid for
manned vessels during the hurricane
season, i.e., July 1st to November 15th,
both dates inclusive, unless the vessel
is operated in accordance with a Coast
Guard approved heavy weather plan.

(4) Pacific Coast—From San Fran-
cisco, California, to San Diego, Califor-
nia.
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(c) Assignment of special service load
lines for voyage limits between the is-
lands of a group over which the United
States has jurisdiction shall be made
only upon authorization by the Com-
mandant, U.S. Coast Guard, after sub-
mittal to him of the information called
for by § 44.01–5(b).

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGD 79–142, 45 FR 57402, Aug. 28,
1980]

§ 44.01–13 Heavy weather plan.

(a) Each heavy weather plan under
§ 44.01–12(b) must be prepared by the
vessel owner or operator and approved
by the cognizant Officer in Charge, Ma-
rine Inspection. Approval of a heavy
weather plan is limited to the current
hurricane season.

(b) The cognizant Officer in Charge,
Marine Inspection, is—

(1) The Officer in Charge, Marine In-
spection, within whose area the work
site is located for a vessel that will be
operating in a limited geographical
area; or

(2) The Officer in Charge, Marine In-
spection, within whose area the point
of departure is located for a transiting
vessel.

(c) The required content of the heavy
weather plan is determined on a case-
by-case basis by the cognizant Officer
in Charge, Marine Inspection, based on
knowledge of the local conditions. The
heavy weather plan may contain
weather radio frequencies and time
schedules for seeking a harbor of safe
refuge. A single heavy weather plan
may be accepted for more than one ves-
sel operating at a single work site or
on a single route.

(d) The vessel owner or operator
must place a copy of the heavy weather
plan on each vessel to which it applies
and ensure that it remains there
throughout the hurricane season.

[CGD 79–142, 45 FR 57402, Aug. 28, 1980]

§ 44.01–15 Special service certificate.

(a) The use of the special service load
line certificate issued under this part is
limited to voyages only as described in
the certificate. If the vessel engages on
any voyage not contemplated by the
certificate where a load line is re-

quired, the load line prescribed by part
42 of this subchapter shall govern.

(b) Vessels engaged on special serv-
ices in the coastwise trade and the
interisland trade will be certificated on
the form shown in § 44.05–35.

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10076, July 12,
1968]

§ 44.01–20 New and existing vessels;
special service.

(a) A new vessel marked with load
lines for special service on a coastwise
or inter-island voyage is a vessel whose
keel was laid on or after September 28,
1937. An existing vessel is one whose
keel was laid before that date.

Subpart B—Rules for Assigning
Special Service Load Lines

§ 44.05–1 General.
(a) The load line regulations in this

part are complementary to those in
part 42 or part 45 (Great Lakes load
line regulations) of this subchapter, as
reference is made thereto.

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10076, July 12,
1968]

§ 44.05–5 Definitions.
(a) A steam collier is a vessel me-

chanically propelled, and specially de-
signed for the carriage of coal in bulk.

(b) A towed barge is a vessel without
sufficient means of self-propulsion and
which requires to be towed.

(c) A self-propelled barge is a vessel
mechanically propelled of the type spe-
cially designed for use in limited coast-
wise and Great Lakes service and capa-
ble of transiting interconnecting ca-
nals.

§ 44.05–10 Load line markings.
(a) The load line marks on the ves-

sel’s sides must be in accordance with
§ 42.13–25(a) of this subchapter, except
seasonal markings such as ‘‘Winter
North Atlantic’’ which are not applica-
ble to the voyage are omitted.

(b) In the case of vessels which en-
gage in special services on coastwise
voyages and voyages on the Great
Lakes, the marks on the vessel’s sides
are to be in accordance with Figure
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44.05–10(b), except that the lines
marked ‘‘SW’’ and ‘‘MS’’ shall be used
only where applicable.

FIGURE 44.05–10(b).

(c) The load lines aft of the combined
disk and diamond will be applicable for
voyages on the Great Lakes and those
on the forward side will be applicable
to limited coastwise voyages. The sum-
mer line on the ocean will correspond
to the summer line on the Lakes and
the winter line on the ocean will cor-
respond to the intermediate line on the
Lakes.

(d) In the case of vessels which oper-
ate both on special service coastwise
voyages and no unlimited coastwise
voyages, the marks on the ship’s sides
are to be in accordance with figure
44.05–10 (d). The load lines aft of the
disk will be applicable to voyages in
special service coastwise or inter-is-
land voyages and those on the forward
side will be applicable to unlimited
coastwise voyages. (A vessel marked
for both special service and unlimited
coastwise voyages and furnished with a
load line certificate on the inter-
national form shall, when entering the
foreign trade, arrange that the load
line markings are in accord with the
vessel’s international load line certifi-
cate by the elimination of the marks
aft of the disk.)

FIGURE 45.05–10(d)

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGD 80–120, 47 FR 5723, Feb. 8,
1982]

§ 44.05–15 Existing vessels.
(a) In assigning load lines to an exist-

ing vessel the provisions of the regula-
tions in this part shall be complied
with in principle and detail insofar as
is reasonable and practicable, having
regard to the proven efficacy of exist-
ing arrangements for a special service
voyage, and having particular regard
to the provision of sufficient means for
the protection and safety of the crew.

(b) Where it is neither reasonable nor
practicable to comply with this part in
its entirety, the assigning authority
will, in each case, report to the Com-
mandant, U.S. Coast Guard, the spe-
cific matters in which the vessel is de-
ficient with such recommendations as
may seem desirable. Upon the receipt
of this report the Commandant, U.S.
Coast Guard, shall determine such ad-
dition to the freeboard as will, in the
judgment of the Commandant, U.S.
Coast Guard, make the vessel as safe as
if it had fully complied with this part.

§ 44.05–20 Conditions of assignment.
(a) Steam colliers. The conditions of

assignment for steam colliers shall be
in accordance with the requirements of
part 42 of this subchapter, except that
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in the case of steam colliers con-
structed with bulwarks, the freeing
port may be of a practically continuous
slot type, located as low as possible,
the clear area of the slot to be not less
than 20 percent of the superficial area
of the unpierced bulwarks. If, due to
sheer, or other conditions, the assign-
ing authority considers that extra
local provision should be made for free-
ing decks of water, the slots are to be
located so as to have maximum effi-
cacy.

(b) Towed barges. The conditions of
assignment for towed cargo barges
where the cargo is carried under deck
shall be in accordance with §§ 45.10–5 to
45.10–100 of this subchapter. In the case
of tank barges and cargo barges carry-
ing cargo only on deck, compliance
will also be required with the supple-
mentary conditions of §§ 45.20–1 to
45.20–70 of this subchapter. In the case
of cargo barges of the open type, as-
signment will be limited to barges in
unmanned operation and the construc-
tion of the vessel must be such as to
satisfy the assigning authority that no
unusual hazards will be experienced.

(c) Self-propelled barges. The condi-
tions of assignment for self-propelled
cargo barges carrying cargo under
decks shall be in accordance with the
provisions of §§ 45.10–5 to 45.10–100 of
this subchapter. In the case of self-pro-
pelled tank barges and self-propelled
cargo barges carrying cargo only on
deck, compliance will also be required
with the supplementary conditions of
§§ 45.20–1 to 45.20–70 of this subchapter.

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10076, July 12,
1968]

§ 44.05–25 Freeboards.
(a) General. (1) When the assigning

authority is satisfied that the require-
ments of this part as applicable to the
type of vessel under consideration are
complied with the freeboards will be
computed as described in this section.

(2) The requirements in §§ 42.09–1 and
42.09–10 that relate to the assignment
of freeboards and to stability are appli-
cable to each vessel subject to the re-
quirements in this part.

(3) The assigning authority that as-
signs a vessel subject to the require-
ments in this part a freeboard under

part 45 of this chapter shall do so in ac-
cordance with the requirements in ef-
fect as of October 1, 1972.

(b) Steam colliers. Steam colliers that
have constructional features similar to
those of a tanker which afford extra in-
vulnerability against the sea may be
assigned a reduction of freeboard from
that determined under part 42 of this
subchapter. The amount of such reduc-
tion shall be determined by the assign-
ing authority, in relation to the
freeboard assigned to tankers, having
regard to the degree of compliance
with the supplementary conditions of
assignment laid down for these ships,
but without regard to the degree of
subdivision provided. The freeboard as-
signed to such a vessel shall in no case
be less than would be assigned the ves-
sel as a tanker, as determined under
part 42 of this subchapter.

(c) Towed cargo barges with cargo
under deck. The freeboard is to be com-
puted under §§ 45.15–1 to 45.15–97 of this
subchapter. The fresh water and sea-
sonal markings where applicable are to
be determined under part 42 of this sub-
chapter.

(d) Towed cargo barges with cargo only
on deck. The freeboard for barges of
this type is to be computed in accord-
ance with the requirements of §§ 45.20–1
to 45.20–70 of this subchapter. The fresh
water and seasonal markings where ap-
plicable are to be the same as deter-
mined under part 42 of this subchapter.

(e) Towed cargo barges of the open
type. The load line shall be placed
where, in the judgment of the assigning
authority, the draft will be such that
no unusual hazard will be experienced.
In general, drafts assigned will be such
that the barge will remain afloat with
a reasonable freeboard after flooding of
the net available open space.

(f) Towed tank barges. The freeboard
is to be computed in accordance with
§§ 45.20–1 to 45.20–70 of this subchapter.
The fresh water and seasonal markings
where applicable are to be determined
under part 42 of this subchapter.

(g) Self-propelled cargo barges. The
freeboard is to be computed under
§§ 45.15–1 to 45.20–15 of this subchapter.
The fresh water and seasonal markings
where applicable are to be determined
under part 42 of this subchapter.
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*Where seagoing steamers navigate a river
or inland water, deeper loading is permitted
corresponding to the weight of fuel, etc., re-
quired for consumption between the point of
departure and the open sea.

**Upon the expiration of the certificate re-
newal must be obtained as provided by the
Load Line Regulations and the certificate so
endorsed. Endorsement should also be made
in the spaces provided on the occasion of
each annual inspection required by the Load
Line Regulations.

(h) Self-propelled tank barges. The
freeboard is to be computed in accord-
ance with §§ 45.20–1 to 45.20–70 of this
subchapter. The fresh water and sea-
sonal markings where applicable are to
be determined under part 42 of this sub-
chapter.

[CGFR 65–50, 30 FR 17655, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10077, July 12,
1968; CGD 73–49R, 38 FR 12290, May 10, 1973]

§ 44.05–30 Load line certificate.

(a) The load line certificates for a
special service coastwise or special
inter-island voyage shall be issued in
addition to any other applicable load
line certificates and shall be on the
form shown in § 44.05–35.

§ 44.05–35 Form of load line certificate.

(a) Where no other Load Line certifi-
cate is issued:

LOAD LINE CERTIFICATE FOR A SPECIAL
SERVICE COASTWISE OR INTER-ISLAND VOYAGE

Issued under the authority of the Com-
mandant, U.S. Coast Guard, United States of
America, under the provisions of the Coast-
wise Load Line Act of August 27, 1935, as
amended.

[SEAL]
Issued by ——————————————————
Certificate No. ———————————————

This certificate is valid only for coastwise
or inter-island voyages that are between the
limits of —————and ———provided the
vessel is engaged solely in the trade stated
herein.

Ship —————————————————————
Official No. —————————————————
Port of registry ———————————————
Trade of vessel ———————————————
Gross tonnage ————————————————

Freeboard from deck line Load line

Tropical (T) ............................ Above (S).
Summer (S) ............................ Upper edge of line through

center of disk.
Winter (W) .............................. Below (S).

*Allowance for fresh water for all
freeboards (except on the Great Lakes) ———

The upper edge of the deck line from
which these freeboards are measured is ———
inches above the top of the——deck at side.

This is to certify that this ship has been
surveyed and the freeboards and load lines
shown above have been found to be correctly
marked upon the vessel in manner and loca-
tion as provided by the Load Line Regula-
tions of the Commandant, U.S. Coast Guard,
applicable to vessels engaged on this special
service voyage.

**This certificate remains in force until
—————————. Issued at
—————————on the ———— day of
——————, 19——.

(Here follows the signature or seal and de-
scription of the assigning authority)

NOTES: (1) In accordance with the Load
Line Regulations, the disk or diamond and
the lines must be permanently marked by
center punch marks or cutting.

(2) The load line assignment given by this
certificate necessarily assumes that the na-
ture and stowage of cargo, balast, etc., are
such as to secure sufficient stability for the
vessel. Accordingly, it is the owner’s respon-
sibility to furnish the Master of the vessel
with stability information and instructions
when this is necessary to maintenance of
sufficient stability.

(On the reverse side of the load line certifi-
cate, the provision for annual inspection en-
dorsement and for renewal of the certificate
is to be the same as for vessels engaged in
the foreign trade.)

(b) Where the Special Service Load
Line Certificate is issued in addition to
a Great Lakes Load Line Certificate,
the wording of the Special Service
Load Line Certificate is to be identical
to that given in paragraph (a) of this
section, but the markings indicated in
the form shall be replaced by the fol-
lowing markings:
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(c) Where the Special Service Load
Line Certificate is issued in addition to
an Unlimited Coastwise or Inter-
national Load Line Certificate, the
wording of the Special Service Load
Line Certificate is to be identical to
that given in paragraph (a) of this sec-
tion, but the markings indicated in the
form shall be replaced by the following
markings:

Subpart C—Rules for Assigning
Working Freeboards to Hop-
per Dredges

SOURCE: CGD 76–080, 54 FR 36977, Sept. 6,
1989, unless otherwise noted.

§ 44.300 Applicability.

This subpart applies to each self-pro-
pelled hopper dredge—

(a) For which a working freeboard as-
signment is desired after January 1,
1990; and

(b) That operates with a working
freeboard assigned under this subpart.

§ 44.310 Definitions.

Hopper dredge means a self-propelled
dredge with an open hold or hopper in
the hull of the dredge that receives
dredged material.

Working freeboard means one-half the
distance between the mark of the load
line assigned under this subchapter and
the freeboard deck.

§ 44.320 Submission of plans and cal-
culations.

To request a working freeboard, cal-
culations, plans, and stability informa-
tion necessary to demonstrate compli-
ance with this subpart must be submit-
ted to the:

(a) Commanding Officer, U.S. Coast
Guard Marine Safety Center (G–MSC),
400 Seventh Street SW., Washington,
DC 20590–0001; or

(b) American Bureau of Shipping, 45
Eisenhower Drive, Paramus, New Jer-
sey 07652–0910.

§ 44.330 Obtaining working freeboards
for hopper dredges.

A hopper dredge may be issued a
working freeboard on a limited service
domestic voyage load line certificate
or a Great Lakes load line certificate if
the following are met:

(a) The hopper dredge structure must
have adequate strength for any draft
up to the working freeboard draft.
Dredges built and maintained in con-
formity with the requirements of a
classification society recognized by the
Commandant usually meet this re-
quirement.

(b) The hopper dredge must—
(1) Meet subpart I of part 174 of this

chapter; and
(2) Have on its bridge remote draft

indicators that:
(i) Show the fore, aft, and mean draft

of the dredge at all times while the
dredge is operating; and

(ii) Have each indicator marked with
the assigned freeboard and the working
freeboard.

§ 44.340 Operating restrictions.
(a) Each hopper dredge assigned a

working freeboard may be operated at
drafts from the normal freeboard to the
working freeboard if the—

(1) Seas are not more than 10 feet;
(2) Winds are not more than 35 knots;
(3) Area of operation is not more

than 20 nautical miles (37 kilometers)
from the mouth of a harbor of safe ref-
uge; and

(4) Specific gravity of the spoil car-
ried is not more than the highest spe-
cific gravity of spoil used in the stabil-
ity calculations required by subchapter
S of this chapter.
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(b) The Assigning Authority des-
ignates on the face of the dredge’s load
line certificate—

(1) Each restriction contained in
paragraph (a)(1) through (a)(3) of this
section; and

(2) The maximum specific gravity of
the spoils allowed to be carried.

PART 45—GREAT LAKES LOAD
LINES

Subpart A—General

Sec.
45.1 Purpose.
45.3 Definitions.
45.5 Seasonal application of load lines.
45.9 Seasonal application of load lines for

vessels not marked under this part.
45.11 Issue of load line certificate.
45.13 Form of certificate.
45.15 Exemptions.

Subpart B—Load Line Marks

45.31 Deckline.
45.33 Diamond.
45.35 Seasonal load lines.
45.37 Salt water load lines.
45.39 Marking.

Subpart C—Freeboards

45.51 Types of ships.
45.53 Summer freeboard.
45.55 Freeboard coefficient.
45.57 Correction: Position of deckline.
45.58 Correction: Short superstructure.
45.59 Definitions for superstructure correc-

tions.
45.61 Correction for superstructures and

trunks.
45.63 Correction for sheer.
45.65 Excess sheer limitations.
45.67 Sheer measurement.
45.69 Correction for bow height.
45.71 Midsummer freeboard.
45.73 Winter freeboard.
45.75 Intermediate freeboard.
45.77 Salt water freeboard.

Subpart D—Conditions of Assignment

45.101 Purpose.
45.103 Structural stress and stability.
45.105 Information supplied to the master.
45.107 Strength of hull.
45.109 Strength of superstructures and deck-

houses.
45.111 Strength of bulkheads at ends of su-

perstructures.
45.113 Access openings in bulkheads at ends

of enclosed superstructures.
45.115 Bulwarks and guard rails.
45.117 Freeing port area: General.

45.119 Freeing port area; Changes from
standard sheer.

45.121 Freeing port area: Changes for trunks
and side coamings.

45.123 Freeing port area: Changes for bul-
wark height.

45.125 Crew passageways.
45.127 Position of structures, openings, and

fittings.
45.129 Hull fittings: General.
45.131 Ventilators.
45.133 Air pipes.
45.135 Hull openings at or below freeboard

deck.
45.137 Cargo ports.
45.139 Side scuttles.
45.141 Manholes and flush scuttles.
45.143 Hull openings above freeboard deck.
45.145 Hatchway covers.
45.147 Hatchway coamings.
45.149 Machinery space openings.
45.151 Other openings.
45.153 Through-hull piping: General.
45.155 Inlets and discharge piping: Valves.
45.157 Scuppers and gravity drains.
45.159 Special conditions of assignment for

type A vessels.

Subpart E—Unmanned River Service Dry
Cargo Barges

45.171 Purpose.
45.173 Vessels subject to this subpart.
45.175 Certification.
45.177 Special operation requirements.
APPENDIX A TO PART 45—LOAD LINE CERTIFI-

CATE FORM

AUTHORITY: 46 U.S.C. 5115; 49 CFR 1.46.
SOURCE: CGD 73–49R, 38 FR 12290, May 10,

1973, unless otherwise noted.

Subpart A—General
§ 45.1 Purpose.

This part prescribes requirements for
assignment of freeboards, issuance of
loadline certificates, and marking of
loadlines to meet the requirements of
the Coastwise Load Line Act, 1935 (46
U.S.C. 88–88g) insofar as it applies to
the Great Lakes of North America.

§ 45.3 Definitions.
As used in this part:
(a) Length (L) means 96 percent of the

total length on a waterline at 85 per-
cent of the least moulded depth meas-
ured from the top of the keel or the
length from the foreside of the stem to
the axis of the rudder stock on that
waterline, if that is greater. In ships
designed with a rake of keel the water-
line on which this length is measured
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